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LOCATE 3 ELJS AT HEAD OF ISLAND. 
ALIGN PARALLEL TO SIDE CHANNEL
TO TRAIN FLOW INTO SIDE CHANNEL.
SEE DETAIL, SHEET D-7.

CONSTRUCTION NOTES:
1)  SEE DETAIL SHEETS D1-D6 FOR WOOD STRUCTURE DETAILS.
2)  BUILD ONLY IN APPROVED LOCATIONS TO BE STAKED IN THE 
FIELD BY USACE.
3)  ALL LOCATIONS SHOWN ARE APPROXIMATE AND FIELD 
ADJUSTMENTS WILL BE ENCOUNTERED.
4) OWNER/OPERATORS ARE RESPONSIBLE FOR MAINTAINING AND
 OPERATING THEIR EQUIPMENT IN A SAFE MANNER.
T.E.S.C. NOTES
1) SEE T.E.S.C. SPEC SECTIONS XX-XX.
CONSTRUCTION SEQUENCE:
1) USACE WILL IDENTIFY AND MARK ALL SENSITIVE AREAS NOT TO 
BE DISTURBED. 
2) PLACE HOG FUEL ON DESIGNATED ACCESS ROAD TO
BRIDGE SOFT AREAS.
3) CONSERVE LWD AND USE ON SITE AS ELJ RACKING MATERIAL.
4) BUILD PAD FOR PILE DRIVER WHERE NEEDED, CONSTRUCT 
ELJS PER USACE DIRECTION.
5) PLACE LWD AS SHOWN.
6) REVEGETATE DISTURBED UPLAND AREAS.

AVOID HISTORIC SITE
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